To: Loan Vu, SafeWork SA, Principal OHS Inspector - Scientific

From: Roy Thompson, Commander Community Safi

"~ i E o i METROPOLITAN
Date: Tuesday, 13 February 2007 FI
Subject: Elide Extinguisher Ball report to SafeWork SA SERVECE

Please find enclosed three comment reports from MFS Fire Investigator Steve Daviess, Scientific
Officer Krystle Williams and Community Safety District Officer Allan Foster.

Comment Report by Fire Investigator Steve Daviess

Elide Extinguisher Company Product Demonstration Monday 5 February 2007 at MFS
Training College, Angle Park

General infor The fire g j ball is a ball shaped fire extinguisher.
1-“.|mplyI thrown into a fire, it will actwate within 3-10 seconds (upon being fire activated) and

d fire-gxting g chemicals. When a fire occurs and no one is present,
the I're-exungwshlng ball will self—acuvate when it comes into contact with fire and
simultanecusly produce a loud noise as a fire alarm.

1365 - 1377 grams
(slightly bigger than a lawn bowls ball)

= 5 year shelf life, then 20% less effectiveness — can then be used as a secondary
device,

» Friction will not operate device.
+ Activates at approx. 85° C direct flame contact.
= At 280° + C will activate device non-flame contact.

« [fit leaks or is broken — bury it in the ground as it is biodegradable. (polystyrene ball
not biodegradable).

» Content is ammonia phosphate and salt.
+ Loud ‘BANG' (approx. 138 decibel.) when activated — fine white powder dispersed.
+ Main ball is made of polystyrene.

+ Has a slow bumning heat sensitive fuse. : m
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TEST 1

Ball dropped from 2.5 metres. Did not operate

Ball dropped from 2.5 metres. Did not operate. Small dents fo the polystyrene ouler case,

TEST 2

Accelerant place under ball and ignited. Next fo ball were balloons and several glasses
of waler. Ball activated. Balloons and glasses not affected. Open area.




TEST3

Fire in half 44 gal drum filled with wood. Some accelerant used to sfan‘ fira. Wood

buming then ball dropped in. Acli within ds and

TEST4

Inside an iron shed a pile of wood sel on fire. Ball placed on a bracket above the fire,
(Simulate stove fire) Ball activated on flame contact and extinguished the fire.







